
CJ20-A4-1

Full detailed report

    (ISO/IEC 17629)

Printing device and test setting

Test Start Date and Time 2020/9/3 . 9:00

Tester T.Hirasawa

Color or B/W Color Printing device

Configuration (Option)

Temperature and Humidity 24.3℃        / 65.8 %

Voltage Within Rating voltage

Test End Date and Time 2020/9/3 . 15:40

Modes and Settings Print Quality mode Default

B&W settings Activated (Driver, select''Grayscale'')

Paper Paper sending direction short edge

Paper type setting Default

Paper path Paper feeding Auto  (Cassette 2)

Paper exit Output tray

Output orientation

Duplexing unit Default

Paper Manufacturer Fuji Xerox

Weight 64g/m2

Size A4

Paper type/Name PPC/GAAA6395

Test system parameters

Test system Computer EPSON Direct Endeavor MR7400

Processor Intel ® Core™ i7-6700K(4GHz)

System Chip Set Intel ® H170  Chip Set

System Board Pegatron:IPMSK-MI　　BIOS :AP5U-0032-GW2

System Memory 8.0GB(4.0GB×2) PC4-2133 DDR4 SDRAM

Hard Drive and Subsystem Seagate:ST500DM002 500GB SATA 600MB/s 7200rpm ×2

Video system NVIDIA® Quadro® K2200 4GB

Optical Drive PLDS:DH-16D8SH DVD-ROM Drive SATA

I/O Subsystem USB keyboard and mouse

USB Subsystem System board USB controller , USB3.0

Software Operating System Microsoft Windows 10 Pro 64bit

Printing Application Adobe acrobat Reader11

Microsoft Office Excel2016

Microsoft Office Word2016

Print Driver Ver.3.00.00

Test Files Location Office Category files, hard drive

Printing Device Connection USB USB 2.0  Keyboard and mouse were connected.

Application setting deviations from default.

Changing from default. Excel and Word ''Scale Content for A4 or 8.5 x 11'' Paper size''  set to off.

Adobe Reader ''Paper Scaling'' set to ''None''.

Summary Report

Ready　FPOT

(sec)

Simplex
Average 12.32

Duplex
Average 25.09

Simplex
Average 10.79

Duplex
Average 22.43

Notes

 ･All printing device and print driver setting were default mode.

 ･For the B&W result, the print driver was set to''Grayscale"

 ･For the duplex result, the print driver was set to ''Auto(Long-edge binding)'' in ''2-sided printing''

Full Report

PDF Word Excel Average Delay Time

(sec) (sec) (sec) (sec)

Ready FPOT 12.52 11.18 13.25 12.32 50sec

Sleep FPOT 15.12 23min

Recovery Time 2.60

OFF FPOT 30.64

Warm‐up Time 18.12

Duplex Ready FPOT 24.83 23.42 27.01 25.09 50sec

Ready FPOT 10.53 10.63 11.20 10.79 50sec

Sleep FPOT 13.18 23min

Recovery Time 2.65

OFF FPOT 28.84

Warmup Time 18.31

Duplex Ready FPOT 22.17 22.07 23.04 22.43 50sec

Notes

 ･All printing device and print driver setting were default mode.

 ･For the B&W result, the print driver was set to''Grayscale"

 ･For the duplex result, the print driver was set to ''Auto(Long-edge binding)'' in ''2-sided printing''

 ・Annex F used to determine delay time for FPOT from Ready.

 ・Sleep FPOT Additional Wait Time is defined as 10 minutes for following reasons.

 　　　- It is an inkjet printer.

　　　- Recovery Time does not depend on the elapsed time after transition to Sleep.

Color

Simplex

B&W mode

Simplex

Color

B&W mode

Model

Option wasn't used.

Default (face up)



CJ20-LT-1

Full detailed report

    (ISO/IEC 17629)

Printing device and test setting

Test Start Date and Time 2020/9/3 . 15:40

Tester T.Hirasawa

Color or B/W Color Printing device

Configuration (Option)

Temperature and Humidity 24.3℃        / 65.8 %

Voltage Within Rating voltage

Test End Date and Time 2020/9/4 . 14:45

Modes and Settings Print Quality mode Default

B&W settings Activated (Driver, select''Grayscale'')

Paper Paper sending direction short edge

Paper type setting Default

Paper path Paper feeding Auto  (Cassette 2)

Paper exit Output tray

Output orientation

Duplexing unit Default

Paper Manufacturer Fuji Xerox

Weight 64g/m2

Size Letter

Paper type/Name PPC/V604

Test system parameters

Test system Computer EPSON Direct Endeavor MR7400

Processor Intel ® Core™ i7-6700K(4GHz)

System Chip Set Intel ® H170  Chip Set

System Board Pegatron:IPMSK-MI　　BIOS :AP5U-0032-GW2

System Memory 8.0GB(4.0GB×2) PC4-2133 DDR4 SDRAM

Hard Drive and Subsystem Seagate:ST500DM002 500GB SATA 600MB/s 7200rpm ×2

Video system NVIDIA® Quadro® K2200 4GB

Optical Drive PLDS:DH-16D8SH DVD-ROM Drive SATA

I/O Subsystem USB keyboard and mouse

USB Subsystem System board USB controller , USB3.0

Software Operating System Microsoft Windows 10 Pro 64bit

Printing Application Adobe acrobat Reader11

Microsoft Office Excel2016

Microsoft Office Word2016

Print Driver Ver.3.00.00 

Test Files Location Office Category files, hard drive

Printing Device Connection USB USB 2.0  Keyboard and mouse were connected.

Application setting deviations from default.

Changing from default. Excel and Word ''Scale Content for A4 or 8.5 x 11'' Paper size''  set to off.

Adobe Reader ''Paper Scaling'' set to ''None''.

Summary Report

Ready　FPOT

(sec)

Simplex
Average 12.38

Duplex
Average 25.39

Simplex
Average 10.90

Duplex
Average 22.86

Notes

 ･All printing device and print driver setting were default mode.

 ･For the B&W result, the print driver was set to''Grayscale"

 ･For the duplex result, the print driver was set to ''Auto(Long-edge binding)'' in ''2-sided printing''

Full Report

PDF Word Excel Average Delay Time

(sec) (sec) (sec) (sec)

Ready FPOT 12.54 11.25 13.34 12.38 50sec

Sleep FPOT 14.92 23min

Recovery Time 2.38

OFF FPOT 30.38

Warm‐up Time 17.84

Duplex Ready FPOT 24.66 23.64 27.86 25.39 次へ sec

Ready FPOT 10.67 10.68 11.33 10.90 50sec

Sleep FPOT 13.20 23min

Recovery Time 2.53

OFF FPOT 28.77

Warmup Time 18.10

Duplex Ready FPOT 22.26 22.49 23.82 22.86 50sec

Notes

 ･All printing device and print driver setting were default mode.

 ･For the B&W result, the print driver was set to''Grayscale"

 ･For the duplex result, the print driver was set to ''Auto(Long-edge binding)'' in ''2-sided printing''

 ・Annex F used to determine delay time for FPOT from Ready.

 ・Sleep FPOT Additional Wait Time is defined as 10 minutes for following reasons.

 　　　- It is an inkjet printer.

　　　- Recovery Time does not depend on the elapsed time after transition to Sleep.

Model

Option wasn't used.

Default (face up)

Color

Simplex

B&W mode

Simplex

Color

B&W mode



CJ20-A4-1

Full detailed report

    (ISO/IEC 24734 Office Category Test)

Printing device and test setting

Test Start Date and Time 2020/6/4 . 11:20

Tester H.Nakata

Color or B/W Color Printing device

Configuration (Option)

Temperature and Humidity 22.9℃        / 52.5 %

Voltage Within Rating voltage

Test End Date and Time 2020/9/7 . 16:05

Modes and Settings Print Quality mode Default

B&W settings Activated (Driver, select''Grayscale'')

Setting N set count Activated (Application, select ''count up'' or ''count down'')

Collating function Activated (Application, select ''collate'')

Paper Paper sending direction Default

Paper type setting Default

Paper path Paper feeding Auto (Cassette 2)

Paper exit Output tray

Output orientation

Duplexing unit Default

Paper Manufacturer Fuji Xerox

Weight 64g/m2

Size A4

Paper type/Name PPC/GAAA6395

Test system parameters

Test system Computer EPSON Direct Endeavor MR7400

Processor Intel ® Core™ i7-6700K(4GHz)

System Chip Set Intel ® H170  Chip Set

System Board Pegatron:IPMSK-MI　　BIOS :AP5U-0032-GW2

System Memory 8.0GB(4.0GB×2) PC4-2133 DDR4 SDRAM

Hard Drive and Subsystem Seagate:ST500DM002 500GB SATA 600MB/s 7200rpm ×2

Video system NVIDIA® Quadro® K2200 4GB

Optical Drive PLDS:DH-16D8SH DVD-ROM Drive SATA

I/O Subsystem USB keyboard and mouse

USB Subsystem System board USB controller , USB3.0

Software Operating System Microsoft Windows 10 Pro 64bit

Printing Application Adobe acrobat Reader11

Microsoft Office Excel2016

Microsoft Office Word2016

Print Driver Ver.3.00.00

Test Files Location Office Category files, hard drive

Printing Device Connection USB USB 2.0  Keyboard and mouse were connected.

Application setting deviations from default.

Changing from default. Excel and Word ''Scale Content for A4 or 8.5 x 11'' Paper size''  set to off.

Adobe Reader ''Paper Scaling'' set to ''None''.

Summary Report

FSOT
[seconds]

ESAT
[ppm/ipm]

Simplex
Average

27.75 12.37

Duplex
Average

48.00 5.71

Simplex
Average

21.68 16.60

Duplex
Average

40.84 6.51

Notes
 ･All printing device and print driver setting were default mode.
 ･For the B&W result, the print driver was set to''Grayscale"
 ･For the duplex result, the print driver was set to ''Auto(Long-edge binding)'' in ''2-sided printing''

Full Report

FSOT ESAT FSOT ESAT

[seconds] 1set test
1set+30
seconds
(# sets)

1 set+4
minutes
(# sets)

[ppm/ipm] [seconds] 1set test
1set+30
seconds
(# sets)

1 set+4
minutes
(# sets)

[ppm/ipm]

9.68 10.34 13.85 15.65

(3 set) (12 set) (3 set) (18 set)

5.05 6.11

(2 set) (2 set)

Notes

 ･All printing device and print driver setting were default mode.
 ･For the B&W result, the print driver was set to''Grayscale"
 ･For the duplex result, the print driver was set to ''Auto(Long-edge binding)'' in ''2-sided printing''

Simplex

EFTP [ppm/ipm]

PDF

Model

Option wasn't used.

Simplex

PDF 29.07

Word 20.82

Office Category Test

EFTP [ppm/ipm]

Office Category Test

Office Category Test

Duplex

PDF

Excel 53.50

4.8149.75

Word 40.73

Color
(Default)

B&W mode

Excel 33.34

Average 27.75

8.25 10.61

17.61

8.90

12.37

Color
(Default)

Average 48.00

5.30

Duplex

PDF 41.14

5.01 Excel

40.84Average

42.88

19.25 19.88

21.97 10.92

Excel 23.80 14.16

Default (face up)

16.60Average 21.68

6.82 Word 38.50

B&W mode

6.97

6.16

5.83 6.42

6.515.71

15.78

Word



CJ20-JP1-A4-1

Full detailed report

    (ISO/IEC 24734 Office Category Test)

試験条件 - 設定

試験開始日 2020/9/10 . 17:10

試験者 平澤

カラー/モノクロ カラープリンター

プリンターの構成(オプション)

温湿度環境 24.3℃        / 60.9 %

電圧 定格電圧

試験終了日 2020/9/11 . 14:15

印刷設定 印刷モード 初期設定

モノクロ設定 ドライバーで ''グレースケール'' を選択

印刷部数設定 アプリケーションで「印刷部数」をカウントアップ,カウントダウン

部単位印刷 アプリケーションで「部単位で印刷」選択

用紙設定 紙送り方向 初期設定

用紙種類 初期設定

給排紙設定 給紙装置 自動給紙選択 (下トレイ)

排紙 排紙トレイ

出力方向

両面ユニット 初期設定 

用紙 製造元 Fuji Xerox

坪量 64g/m2

紙サイズ A4

用紙種類/名称 PPC/GAAA6395

試験環境

試験システム コンピューター EPSON Direct Endeavor MR7400

プロセッサー Intel ® Core™ i7-6700K(4GHz)

システムチップセット Intel ® H170  Chip Set

システムボード Pegatron:IPMSK-MI　　BIOS :AP5U-0032-GW2

システムメモリー 8.0GB(4.0GB×2) PC4-2133 DDR4 SDRAM

ハードドライブ・サブシステム Seagate:ST500DM002 500GB SATA 600MB/s 7200rpm ×2

ビデオシステム NVIDIA® Quadro® K2200 4GB

光学ドライブ PLDS:DH-16D8SH DVD-ROM Drive SATA

I/O サブシステム USB キ－ボード・マウス

USB サブシステム System board USB controller , USB3.0

ソフトウェア   Software オペレーティングシステム Microsoft Windows 10 Pro 64bit

使用アプリケーション Adobe acrobat Reader11

Microsoft Office Excel2016

Microsoft Office Word2016

プリンタードライバー  Ver.3.00.00

試験ファイルロケーション Office Categoryファイル、ハードドライブ

プリンターの接続 USB USB 2.0 キーボード・マウス接続

アプリケーションの設定変更

アプリケーション設定 Microsoft Word, Microsoft Excel ''A4 または 8.5 × 11 インチの用紙サイズに合わせて内容を調整する''をオフに設定

デフォルト状態からの変更 Adobe Reader ''ページの拡大 / 縮小'' 設定の ''なし'' を選択

Summary Report       サマリーレポート

FSOT
[seconds]

ESAT
[ppm/ipm]

片面平均 31.87 12.47

両面平均 48.58 5.56

片面平均 25.50 16.73

両面平均 41.21 6.49

注
 ･プリンターおよびドライバーは全て初期設定を使用
 ･モノクロモード試験時にプリンタードライバーをグレースケールに設定
 ･両面印刷試験時にプリンタードライバーを ''両面(自動)-長辺とじ'' に設定 

Full Report       フルレポート

FSOT ESAT FSOT ESAT

[秒] 1セットテスト
1セット+30秒

(# セット)
1セット+4分
(# セット)

[ppm/ipm] [秒] 1セットテスト
1セット+30秒

(# セット)
1セット+4分
(# セット)

[ppm/ipm]

9.20 10.22 12.96 15.47

(3 セット) (12 セット) (3 セット) (18 セット)

5.03 6.11

(2 セット) (2 セット)

注

 ･プリンターおよびドライバーは全て初期設定を使用
 ･モノクロモード試験時にプリンタードライバーをグレースケールに設定
 ･両面印刷試験時にプリンタードライバーを ''両面(自動)-長辺とじ'' に設定 

初期設定(フェースアップ)

16.73平均 25.50

6.50 Word 38.82

モノクロモード

6.97

6.08

5.84 6.43

6.495.56

15.88

Word 23.35 20.04

25.57 9.38

Excel 27.58 14.28

5.29

両面

PDF 41.04

4.90 Excel

41.21平均

43.75

カラー
（デフォルト）

モノクロモード

Excel 37.22

平均 31.87

7.21 10.60

17.88

8.95

12.47

カラー
（デフォルト）

平均 48.58

両面

PDF

Excel 54.91

4.7949.99

Word 40.83

片面

EFTP [ppm/ipm]

PDF

製品名称   EW-M873T

オプション未使用

片面

PDF 33.28

Word 25.10

Office Category Test

EFTP [ppm/ipm]

Office Category Test

Office Category Test



CJ20-LT-1

Full detailed report

    (ISO/IEC 24734 Office Category Test)

Printing device and test setting

Test Start Date and Time 2020/9/7 . 10:40

Tester T.Hirasawa

Color or B/W Color Printing device

Configuration (Option)

Temperature and Humidity 24.9℃        / 64.4 %

Voltage Within Rating voltage

Test End Date and Time 2020/9/7 . 15:20

Modes and Settings Print Quality mode Default

B&W settings Activated (Driver, select''Grayscale'')

Setting N set count Activated (Application, select ''count up'' or ''count down'')

Collating function Activated (Application, select ''collate'')

Paper Paper sending direction Default

Paper type setting Default

Paper path Paper feeding Auto (Cassette 2)

Paper exit Output tray

Output orientation

Duplexing unit Default

Paper Manufacturer Fuji Xerox

Weight 64g/m2

Size Letter

Paper type/Name PPC/V604

Test system parameters

Test system Computer EPSON Direct Endeavor MR7400

Processor Intel ® Core™ i7-6700K(4GHz)

System Chip Set Intel ® H170  Chip Set

System Board Pegatron:IPMSK-MI　　BIOS :AP5U-0032-GW2

System Memory 8.0GB(4.0GB×2) PC4-2133 DDR4 SDRAM

Hard Drive and Subsystem Seagate:ST500DM002 500GB SATA 600MB/s 7200rpm ×2

Video system NVIDIA® Quadro® K2200 4GB

Optical Drive PLDS:DH-16D8SH DVD-ROM Drive SATA

I/O Subsystem USB keyboard and mouse

USB Subsystem System board USB controller , USB3.0

Software Operating System Microsoft Windows 10 Pro 64bit

Printing Application Adobe acrobat Reader11

Microsoft Office Excel2016

Microsoft Office Word2016

Print Driver Ver.3.00.00

Test Files Location Office Category files, hard drive

Printing Device Connection USB USB 2.0  Keyboard and mouse were connected.

Application setting deviations from default.

Changing from default. Excel and Word ''Scale Content for A4 or 8.5 x 11'' Paper size''  set to off.

Adobe Reader ''Paper Scaling'' set to ''None''.

Summary Report

FSOT
[seconds]

ESAT
[ppm/ipm]

Simplex
Average

27.50 12.60

Duplex
Average

48.38 5.57

Simplex
Average

21.58 16.82

Duplex
Average

40.84 6.52

Notes
 ･All printing device and print driver setting were default mode.
 ･For the B&W result, the print driver was set to''Grayscale"
 ･For the duplex result, the print driver was set to ''Auto(Long-edge binding)'' in ''2-sided printing''

Full Report

FSOT ESAT FSOT ESAT

[seconds] 1set test
1set+30
seconds
(# sets)

1 set+4
minutes
(# sets)

[ppm/ipm] [seconds] 1set test
1set+30
seconds
(# sets)

1 set+4
minutes
(# sets)

[ppm/ipm]

9.95 10.69 14.79 16.00

(3 set) (12 set) (4 set) (18 set)

5.11 6.23

(2 set) (2 set)

Notes

 ･All printing device and print driver setting were default mode.
 ･For the B&W result, the print driver was set to''Grayscale"
 ･For the duplex result, the print driver was set to ''Auto(Long-edge binding)'' in ''2-sided printing''

Simplex

EFTP [ppm/ipm]

PDF

Model

Option wasn't used.

Simplex

PDF 28.54

Word 20.64

Office Category Test

EFTP [ppm/ipm]

Office Category Test

Office Category Test

Duplex

PDF

Excel 54.93

4.8749.27

Word 40.94

Color
(Default)

B&W mode

Excel 33.31

Average 27.50

8.40 10.91

18.00

8.89

12.60

Color
(Default)

Average 48.38

5.38

Duplex

PDF 40.49

4.87 Excel

40.84Average

43.10

19.12 20.08

21.65 11.08

Excel 23.95 13.94

Default (face up)

16.82Average 21.58

6.48 Word 38.92

B&W mode

6.91

6.07

5.92 6.59

6.525.57

16.44

Word



CJ20-A4-1

Full detailed report

    (ISO/IEC 29183)
Model

Machine setting

Test Start Date and Time

Tester

Color or B/W

Configuration (Option)

Temperature

Humidity

Test End Date and Time

Pre-set value

Mode Output resolution Default

Output Quality Default

Copying mode Default

Auto density adjustment N/A

Collating function N/A

Paper Paper sending direction Default

Paper type setting Default

Paper path Paper feeding

Paper exit Standard exit tray

Output orientation

Temporary stop N/A N/A

Paper Manufacturer Fuji Xerox

Weight 64g/m2

Size A4

Paper type/Name PPC/GAAA6395

sFCOT sESAT

[seconds] [ipm]

Color 17.53 10.10

B&W 10.83 16.11

Target sFCOT sESAT

[seconds] 1Copy test
1Copy+30
seconds

(# copies)

1Copy+4
minutes

(# copies)
[ipm]

8.20 10.41

7 copies 45 copies

9.26

8 copies

7.00

6 copies

6.59

6 copies

Average 17.53 3.41 7.76 10.10

14.53 16.46

10 copies 69 copies

14.53

10 copies

12.37

9 copies

12.68

9 copies

Average 10.83 5.53 13.52 16.11

2020/9/4 . 14:00

Option wasn't used

Color MFD

H.Nakata

Auto 

Summary Report

2020/9/14 . 11:25

68.3 %

24.4 ℃

Pre-set item

15.11

Default (face up)

17.34

17.32

10.80

12.48

14.69

8.20

3.41 8.93

Full Report

sEFTP [ipm]

Color

A 17.54

B 17.51

C 17.55

D

3.41

3.42

17.49 3.42

B&W

5.5810.73

B 10.60 5.65

A

D 11.02 5.44

C 10.94 5.48



CJ20-LT-1

Full detailed report

    (ISO/IEC 29183)
Model

Machine setting

Test Start Date and Time

Tester

Color or B/W

Configuration (Option)

Temperature

Humidity

Test End Date and Time

Pre-set value

Mode Output resolution Default

Output Quality Default

Copying mode Default

Auto density adjustment N/A

Collating function N/A

Paper Paper sending direction Default

Paper type setting Default

Paper path Paper feeding

Paper exit Standard exit tray

Output orientation

Temporary stop N/A N/A

Paper Manufacturer Fuji Xerox

Weight 64g/m2

Size Letter

Paper type/Name PPC/V604

sFCOT sESAT

[seconds] [ipm]

Color 16.69 10.34

B&W 10.77 16.02

Target sFCOT sESAT

[seconds] 1Copy test
1Copy+30
seconds

(# copies)

1Copy+4
minutes

(# copies)
[ipm]

8.42 10.57

7 copies 46 copies

9.64

8 copies

7.21

6 copies

6.97

6 copies

Average 16.69 3.58 8.06 10.34

14.29 16.32

10 copies 69 copies

14.70

10 copies

11.89

9 copies

13.03

9 copies

Average 10.77 5.56 13.47 16.02

B&W

5.5810.73

B 10.51 5.70

A

D 10.82 5.54

C 11.01 5.44

3.59 9.00

Full Report

sEFTP [ipm]

Color

A 16.62

B 16.69

C 16.68

D

3.60

3.59

16.77 3.57

15.54

Default (face up)

17.60

17.04

10.95

12.76

13.93

8.65

Summary Report

2020/9/14 . 11:30

65.9 %

25.0 ℃

Pre-set item

2020/9/8 . 14:40

Option wasn't used

Color MFD

H.Nakata

Auto 


