












Don’t compromise on safety – use Epson genuine lamps to avoid damaging your 
projector. Eliminate the risk of melting parts of your projector, as well as breaks that 
result in high-voltage shutdown. With a 0% failure rate even after 2,000 hours of 
usage – compared to 70% in non-genuine lamps – Epson genuine lamps are safer 
and more reliable. Choose the best possible viewing experience �lled with long-
lasting sharpness and colour in every projected image with Epson.

GENUINE EPSON LABEL

To ensure the best quality and 
safety when using your Epson 
Projector, look for the “Genuine 
EPSON Colour Shifting Label” on 
your projector lamp. Real quality 
and value, only with Epson 
genuine supplies.

UNRELIABLE
Counterfeit lamps deteriorate and break 
much faster than genuine ones.

UNSAFE
Parts of your Epson projector such 
as the housing or wires may melt, 
disconnect, or become damaged 
when using non-genuine lamps.

POOR IMAGE QUALITY
Counterfeit lamps may result in inaccurate 
colour projection, lower brightness levels, 
as well as �ickering images that spoil your 
viewing experience.

DANGERS OF NON-GENUINE LAMPS

www.epson.co.in/projectorlamp

PROTECT YOUR PROJECTOR.
USE GENUINE LAMPS.



MODEL NUMBER   EB-1450Ui  EB-1460Ui  EB-1470Ui  
Projection Technology   RGB liquid crystal shutter projection system    

LCD  Size  0.67” (D10)
  Native Resolution  WUXGA  
Projection Lens  Type No Optical Zoom / Focus (Manual)       
  F-Number  1.60  
  Focal Length  4.2mm
  Zoom Ratio  1.0 - 1.35 (Digital Zoom)
  Throw Ratio  0.27 - 0.37 (Wide to Tele)  
Light Source   
 Type  Lamp: 267W UHE  Lamp: 300W UHE  Laser Diode
 Life (Normal / Eco / Extended)  5,000 *1 / 10,000 *1 / N/A hrs   20,000 / N/A / 30,000 hrs  
Screen Size (Projected Distance)  70” - 100” [40.5 - 59.3 cm]
   90” screen 53cm
Brightness *2

White Light Output (Normal / Eco)  3,800lm / 2,900lm  4,400lm / 2,900lm  4,000lm / 2,800lm  
Colour Light Output  3,800lm  4,400lm  4,000lm
Contrast Ratio   16,000:1   Over 2,500,000:1    
Internal Speaker(s)   
Sound Output   16W Mono x 1   
Geometric Correction
Vertical / Horizontal Keystone  ±3° / ±3 °  
Quick Corner   Yes  
Connectivity
Analog Input D-Sub 15Pin  1 (Blue)
  Composite  RCA x 1 (Yellow)
Digital Input HDMI 2 (HDMI 1: In common with MHL)
Analog Output Terminal D-Sub 15Pin  1 (Black)  
Digital Output Terminal DVI-D 1 (HDCP contents are not supported)  
Audio Input Stereo Mini Jack  2 
Audio Output Stereo Mini Jack  1 
Others USB Type A  2 (for USB Memory, Printer, USB Document Camera, Firmware Update, Copy OSD Settings)
  USB Type B  1 (for USB Display, Mouse, K/B, Control, Interactive, Saving Data File to PC via Cable)
Control I/O RS-232C  D-Sub 9pin x 1
  Interactive Sync  In x 1, Out x 1  
  Touch Unit Control  Mini DIN 8pin x 1
  Remote  Stereo Mini x 1 (For Control Pad)  
Network Wired LAN  RJ45 x 1 (100Mbps)
  Wireless  Yes (ELPAP10 Included)  

Supported Speed For Each Mode  IEEE 802.11b: 11Mbps *3, IEEE 802.11g: 54Mbps *3, IEEE 802.11n: 130Mbps *3

Supported Mode   Infrastructure, Access Point  
Wireless LAN Security   Quick Mode: WPA2-PSK
   Advanced Mode: WPA/WPA2-PSK, WPA/WPA2-EAP
   Supported EAP Type: PEAP, PEAP-TLS, EAP-TLS, EAP-Fast, LEAP

Supported Speed For Each Mode  N/A IEEE 802.11g (2.4GHz): 54 Mbps *4, IEEE 802.11n (2.4GHz): 130.0 Mbps *4,  
    IEEE 802.11a (5GHz): 54 Mbps *4, IEEE 802.11n (5GHz): 270.0 Mbps *4,  
    IEEE 802.11ac (5GHz): 780Mbps *4

Supported Mode   N/A  Wi-Fi Direct  
 

Interactive Unit 
 Technology  Infrared 
 Input Devices  Interactive Pen Digital Pen (Easy Interactive Pen 1 & 2)  
  Finger Yes (Up to 6 Fingers)  
 Connection To Computer  USB, Network  
 Calibration  Pen: Auto / Manual (25 Points) , Finger: Manual (16 Points)
 Functions  Hover, Right Click, Auto Adjust Pen Area  
Touch Unit 
 Maximum Dimension (D x W x H)  51 x 210 x 95 mm  
 Weight  450g
Operating Temperature *5

Single Use   5 - 40 °C <41 - 104 °F> (0m / 0ft to 2,286m / 7,500ft)  0 - 45 °C <32 - 113 °F>  
   5 - 35 °C  <41 - 95 °F> (over 2,286m / 7,500ft)  (20% - 80% humidity, No condensation)  
   (20% - 80% humidity, No condensation)
Multi-projection Use  5 - 35 °C <41 - 95 °F> (0m / 0ft to 2,286m / 7,500ft)  0 - 40 °C <32 - 104 °F>
   5 - 30 °C <41 - 86 °F> (over 2,286m / 7,500ft )  (20% - 80% humidity, No condensation)  
   (20% - 80% humidity, No condensation)
Operating Altitude   0 - 3,000 m (0 - 9,842 ft) (over 1,500m / 4,921ft: with high altitude mode)
Direct Power On / O�   Yes / N/A  
Start-Up Period   About 8 seconds, Warm-up Period: 30 seconds  Less than 9 seconds (Epson Logo)
     Quick Startup: Approx 5 seconds (HDMI/  
     Computer/Video input) 
     Warm-up period: 30 seconds
Cool Down Period   Instant O�
Air Filter  Type Electrostatic Filter  
  Maintenance Cycle *6 10,000 hour   20,000 hours / 30,000 hours (Normal / Extended Mode)
Power Supply Voltage   100 - 240 V AC ±10%, 50/60 Hz    
Power Consumption (220 - 240V)  
Lamp On (Normal / Eco)   401W / 334W  467W / 364W  423W / 332W   
Standby (Network On / O�)  3.0W / 0.32W   2.0W / 0.3W   
Dimension Excluding Feet (D x W x H)  447 x 474 x 130 mm   437 x 494 x 172 mm   
Weight   Approx. 8.4 kg  Approx. 8.5 kg  Approx. 11.4 kg  
Fan Noise (Normal / Extended / Quiet)  37dB / 30dB / NA  38dB / 30dB / NA  38dB / 37dB / 27dB  

SPECIFICATIONS  
EB-1450U i/1460U i/1470Ui

Information correct as at April 2018*1 Lamp life will vary depending upon mode selected, environmental conditions and usage. Lamp brightness decreases over time.
*2 Colour brightness (colour light output) and white brightness (white light output) will vary depending on usage conditions. Colour light output measured in accordance with IDMS 15:4;  white light output measured in accordance with ISO 21118. 
*3 Maximum speed and range is achievable when used with same enhanced mode technology. Actual data rates, features and performance may vary depending on your computer  system, the environment and other factors.
*4 These modes and actual data throughputs depend on supported wireless mode of source devices and/or environmental conditions.
*5  When environmental temperature becomes high, the brightness becomes dark automatically.
*6  

EB-1450Ui / EB-1460Ui

EB-1470Ui

© 2017 Epson India Pvt. Ltd. All Rights 
Reserved. Reproduction in part or in whole, 
without the written permission from Epson,  
is strictly prohibited. 

EPSON and EXCEED YOUR VISION are 
registered trademarks of Seiko Epson 
Corporation.

All other product names and other company 

purposes only and are the trademarks or 
registered trademarks of their respective owners.

Epson disclaims any and all rights in those 
marks. Projected images shown herein are 
simulations. The actual product design and 

change without notice and may vary between 

for more information.

Apple, iPad and iPhone are trademarks of Apple 
Inc., registered in the U.S. and other countries. 
App Store is a service mark of Apple Inc.

Android is a trademark of Google Inc.

Supplied Accessories
Power Cable 
USB Cable: 5m x 2, 1.8m x 1
Remote Control with Battery Attached  
Interactive Pens: 2 pens with AA Battery  
Pen Stand: 1  
Setting Plate  
Light Curtain Unit 
Light Curtain Unit Bracket
Pen Tip (Felt): 4  

 
Pen Tip Holder  
Control Pad
Wireless LAN Unit (ELPAP10)
Stereo Mini for Control Pad

Optional Accessories
Spare Lamp: ELPLP92 (EB-1450Ui / EB-1460Ui)
Air Filter: ELPAF45 (EB-1450Ui / EB-1460Ui)  
 ELPAF43 (EB-1470Ui)
Remote Control Cable Set: ELPKC28 (10m x 2)  
 (for synchronization of  
 Interactive IR)
Setting Plate:  ELPMB46 (EB-1450Ui / EB-1460Ui)  
 ELPMB53 (EB-1470Ui)
Table Mount Bracket: ELPMB29  
Easy Interactive Pen 1 (Orange): ELPPN05A  
Easy Interactive Pen 2 (Blue): ELPPN05B  
Replacement Hard Pen Tips: ELPPS03 (for ELPPN05)
Replacement Soft Pen Tips: ELPPS04 (for ELPPN05)  

Dealer’s Stamp
EPSON INDIA PVT. LTD.
12th Floor, The Millenia, Tower A, No.1, 
Murphy Road, Ulsoor, Bangalore - 560 008.  
Tel: 080-30515000  Fax: 080-30515005

www.epson.co.in

Epson Helpline:
For product info, service or to order a ribbon cartridge - 1800 425 0011 
For service  - 1860 3000 1600 (9AM - 6PM) (Mon - Sat)

Regional Offices:
Ahmedabad - 26407176/77, Chennai - 30277500/11, Cochin - 4012315,  
Coimbatore - 98942 19200, Kolkata - 65009370/77, Mumbai - 28261515/17,  
New Delhi - 46585444, Pune - 30286000, Secunderabad - 40359898


