
LASER LIGHT SOURCE - 4K Enhancement
7,000-10,000 Lumens | Large Enterprise Projectors

BRIGHTNESS

White Light Output (Normal / Eco) - 7,000 lm / 4,900 lm

Colour Light Output - 7,000 lm

CONTRAST RATIO - 2,500,000:1

LENS SHIFT

Vertical (Up / Down) - ±67% (H Centre) (Powered) (with Standard Lens)

Horizontal (Left / Right) - ±30% (V Centre) (Powered) (with Standard Lens)

LIGHT SOURCE LIFE (Normal) - 20,000 hours

GEOMETRIC CORRECTION

Keystone Correction  

Vertical: ±45°, Horizontal ±30° (Zoom: Tele with Standard Zoom Lens)

EB-PU1007B
WUXGA (4K Enhancement)

BRIGHTNESS

White Light Output (Normal / Eco) - 8,500 lm / 5,950 lm

Colour Light Output - 8,500 lm

CONTRAST RATIO - 2,500,000:1

LENS SHIFT

Vertical (Up / Down) - ±67% (H Centre) (Powered) (with Standard Lens)

Horizontal (Left / Right) - ±30% (V Centre) (Powered) (with Standard Lens)

LIGHT SOURCE LIFE (Normal) - 20,000 hours

GEOMETRIC CORRECTION

Keystone Correction  

Vertical: ±45°, Horizontal ±30° (Zoom: Tele with Standard Zoom Lens)

EB-PU1008B
WUXGA (4K Enhancement)

BRIGHTNESS

White Light Output (Normal / Eco) - 10,000 lm / 7,000 lm

Colour Light Output - 10,000 lm

CONTRAST RATIO - 2,500,000:1

LENS SHIFT

Vertical (Up / Down) - ±60% (H Centre) (Powered) (with Standard Lens)

Horizontal (Left / Right) - ±18% (V Centre) (Powered) (with Standard Lens)

LIGHT SOURCE LIFE (Normal) - 20,000 hours

GEOMETRIC CORRECTION

Keystone Correction  

Vertical: ±45°, Horizontal ±30° (Zoom: Tele with Standard Zoom Lens)

EB-PU2010B
WUXGA (4K Enhancement)



MUSEUMS 
ART GALLERIES
AUDITORIUMS
CORPORATE ENVIRONMENTS
RETAIL & STAGING
MALLS 
AIRPORTS 
CONVENTION CENTRES

Laser Light Source life of up to 20,000 hours

LARGE ENTERPRISE / 
RENTAL AND STAGING / 
PROJECTION MAPPING
Light Source: Laser
(12,000+ Lumens)



LASER LIGHT SOURCE - 4K Enhancement 
12,000-20,000 Lumens

BRIGHTNESS

White Light Output (Normal / Eco) - 12,000 lm / 8,400 lm

Colour Light Output - 12,000 lm

CONTRAST RATIO - 2,500,000:1

LENS SHIFT

Vertical (Up / Down) ±60% (H Centre) (Powered)

Horizontal (Left / Right) ±18% (Vertical ±31%) (Powered)

LIGHT SOURCE LIFE (Normal) - 20,000 hours

GEOMETRIC CORRECTION

Keystone Correction  

Vertical: ±45°, Horizontal ±30° (Zoom: Tele with Standard Zoom Lens)

EB-L1505UHNL
WUXGA (4K Enhancement)

BRIGHTNESS

White Light Output (Normal / Eco) - 15,000 lm / 10,500 lm

Colour Light Output - 15,000 lm

CONTRAST RATIO - 2,500,000:1

LENS SHIFT

Vertical (Up / Down) ±60% (H Centre) (Powered)

Horizontal (Left / Right) ±18% (Vertical ±31%) (Powered)

LIGHT SOURCE LIFE (Normal) - 20,000 hours

GEOMETRIC CORRECTION

Keystone Correction  

Vertical: ± 45 °, Horizontal ± 30 ° (Zoom: Tele with Standard Zoom Lens)

EB-L1755U NL
WUXGA (4K Enhancement)

BRIGHTNESS

White Light Output (Normal / Eco) - 20,000 lm / 14,000 lm

Colour Light Output - 20,000 lm

CONTRAST RATIO - 2,500,000:1

LENS SHIFT

Vertical (Up / Down) ±60% (H Centre) (Powered)

Horizontal (Left / Right) ±18% (Vertical ±31%) (Powered)

LIGHT SOURCE LIFE (Normal) - 20,000 hours

GEOMETRIC CORRECTION

Keystone Correction  

Vertical: ± 44 °, Horizontal ± 30 ° (Zoom: Tele with Standard Zoom Lens)

EB-L20000U
WUXGA (4K Enhancement)




